
       One Natural Material

		  Countless Possibilities



The plant has an area of 53,500 square 
metres and is capable of refining 
I0,000 tonnes woolgrease, the raw 
material for all lanolin products. Its 
location is excellent for the supply of 
raw material and export of its products  
world-wide. 

The Jurong site is the most modern 
integrated lanolin, lanolin derivative 
and cholesterol production facility in 
the world. The entire manufacturing is 
fully automated and coordinated by a 
state of the art computerised
control system.

The key processes of the 
manufacturing are as follows:
  
Refining.... 
Here the woolgrease is refined into 
different grades of anhydrous lanolin.

Molecular Distillation.... 
Here the anhydrous lanolin is further 
purified to meet world pharmaceutical 
standards.

NK Chemicals Pte Ltd specialises in 
contract toll molecular distillation; 
offering these services to the 
pharmaceutical, oleochemical and  
fine chemical industries.

Fractionation.... 
The physical separation of the lanolin 
components into liquid lanolin and 
lanolin wax.

Saponification.... 
The chemical processing of lanolin 
into lanolin alcohol and lanolin fatty 
acids.

Crystallisation....
A specialised solvent crystallisation 
process for the manufacture of high 
purity cholesterol.

In 2004 NK Chemicals Pte  
Ltd was granted a Certificate of  
suitability by the European  
Directorate for the Quality of 
Medicines & Healthcare (EDQM)  
for the manufacture of wool fat.

NK Chemicals Pte Ltd was 
established in August 1994 to 
manufacture lanolin, lanolin 
derivatives and cholesterol at 
its plant in Jurong, Singapore.



Products and  
Applications
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ANHYDROUS LANOLIN INCI name CAS No Notes

Anhydrous Lanolin PC Lanolin 8006-54-0 Cosmetic grade lanolin.

Anhydrous Lanolin EP8 Lanolin 8006-54-0 Conforms to current European Pharmacopoeia. Water 
absorption 200% min. Peroxide value 20me/kg.

Anhydrous Lanolin EP10 Lanolin 8006-54-0 Conforms to current European Pharmacopoeia. Water 
absorption 200% min. Peroxide value 20me/kg.

Anhydrous Lanolin EP ELP Lanolin 8006-54-0 Conforms to current European Pharmacopoeia. 
Pesticide residue 1ppm max. Water absorption 200% 
min. Peroxide value 20me/kg.

Anhydrous Lanolin EP ELP 3% Lanolin 8006-54-0 Hypo-allergenic. Conforms to current European 
Pharmacopoeia. Pesticide residue 1ppm max. Water 
absorption 200% min. Peroxide value 20me/kg max.

Anhydrous Lanolin USP89 Lanolin 8006-54-0 Conforms to US Pharmacopoeia 22.

Anhydrous Lanolin USP93 Lanolin 8006-54-0 Conforms to current US Pharmacopoeia.  
Pesticide residue 40ppm max.

Anhydrous Lanolin USP Modified Lanolin 8006-54-0 Conforms to current US Pharmacopoeia. Pesticide 
residue 3ppm max. Free Lanolin Alcohols 6% max. 

LANOLIN ALCOHOL & ACID

Lanolin Alcohol D-AG Lanolin Alcohol 8027-33-6 Cosmetic grade. Cholesterol content 5% min. Water 
absorption 200% min.

Lanolin Alcohol AG Lanolin Alcohol 8027-33-6 Cholesterol content 30% min.

Lanolin Alcohol DB2G EP Lanolin Alcohol 8027-33-6 Conforms to current European Pharmacopoeia. 
Cholesterol content 30% min. Water absorption 200% 
min. Peroxide value 15me/kg max.

Lanolin Fatty Acids (Bleached) Lanolin Acid 68424-43-1 -

LANOLIN OIL & WAX

Liquid Lanolin Standard Lanolin Oil                     70321-63-0 Cloud point 20OC max.

Liquid Lanolin Standard LP Lanolin Oil 70321-63-0 Cloud point 20OC max. Pesticide residue 3ppm max. 
Peroxide value 20me/kg max. 

Lanolin Wax Lanolin Wax 68201-49-0 Iodine value 18-36gI2/100g.

LANOLIN DERIVATIVES

Isopropyl Lanolate (IPL) Isopropyl Lanolate 63393-93-1 -

Liquid Absorption Base (LAB) Paraffinum 
Liquidum (and) 
Lanolin Alcohol 

8012-95-1 
(and)  
8027-33-6

Hydroxyl value 10-15mgKOH/g.

CHOLESTEROL

Cholesterol NF (USP) Cholesterol 57-88-5 Conforms to National Formulary. Minimum 95% purity.

Cholesterol BP (Feed Grade) Cholesterol 57-88-5 Conforms to British Pharmacopoeia.  
Minimum 91% purity.

Cholesterol EP Cholesterol 57-88-5 Conforms to current European Pharmacopoeia.  
Minimum 95% purity.

WATER SOLUBLE LANOLINS

PEG-75 Lanolin PEG-75 Lanolin 61790-81-6 -
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Manufacturing 
Process

The plant has an area of 53,500 square 
metres and is capable of refining 
I0,000 tonnes woolgrease, the raw 
material for all lanolin products. Its 
location is excellent for the supply of 
raw material and export of its products  
world-wide. 

The Jurong site is the most modern 
integrated lanolin, lanolin derivative 
and cholesterol production facility in 
the world. The entire manufacturing is 
fully automated and coordinated by a 
state of the art computerised
control system.

The key processes of the 
manufacturing are as follows:
  
Refining.... 
Here the woolgrease is refined into 
different grades of anhydrous lanolin.

Molecular Distillation.... 
Here the anhydrous lanolin is further 
purified to meet world pharmaceutical 
standards.

NK Chemicals Pte Ltd specialises in 
contract toll molecular distillation; 
offering these services to the 
pharmaceutical, oleochemical and  
fine chemical industries.

Fractionation.... 
The physical separation of the lanolin 
components into liquid lanolin and 
lanolin wax.

Saponification.... 
The chemical processing of lanolin 
into lanolin alcohol and lanolin fatty 
acids.

Crystallisation....
A specialised solvent crystallisation 
process for the manufacture of high 
purity cholesterol.

In 2004 NK Chemicals Pte  
Ltd was granted a Certificate of  
suitability by the European  
Directorate for the Quality of 
Medicines & Healthcare (EDQM)  
for the manufacture of wool fat.

NK Chemicals Pte Ltd was 
established in August 1994 to 
manufacture lanolin, lanolin 
derivatives and cholesterol at 
its plant in Jurong, Singapore.





NK Chemicals Pte Ltd
2 Pioneer Sector 1
Jurong, Singapore  
628414

Tel: 	 +65 6861 0977
Fax: 	 +65 6863 2769
Email: 	 sales@nkchemicals.com.sg
Website:	 www.nkchemicals.com.sg

NK Chemicals (Nanjing) Co Ltd
No.7-9 Tianpu Road
Jiangpu Economic Development  
District Nanjing, China, PC: 211800

Tel: 	 +86 25 5828 4800
Fax: 	 +86 25 5828 4880
Email: 	 sales@nkchemicals.com.cn
Website: 	 www.nkchemicals.com.cn

       One Natural Material

		  Countless Possibilities


